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The following agreements apply to the operating instructions: 

Abbreviations: 

- Data terminal is abbreviated as DEGI. 

- (WR) is the carriage return (CR) character. 

- The character (DIE) corresponds to (CTRL) P, i.e. H. simultaneous 
Press the Control (CTRL) and P. 

Presentation: 

- Entries and network messages are always made in one line 
For typographical reasons, some of them are shown in two lines. 

- Optional information is enclosed in square brackets [... ] marked. 

- If spaces are required when entering commands, 
this is indicated in the appropriate place by 

Establishing the connection to the PAD facility \., 

- over the telephone network 

1 Switching on the data terminal. 

2 Set the data terminal to the "ONLINE" mode. 

3 Dial access to DATEX-P via the telephone network (call number directory see page 6) and wait for 
the data tone. 

4 a When operating with a postmodern, the data key (left key) on the 
. Immediately press the telephone and hang up the receiver. 

4b When using an acoustic coupler, carefully and firmly place the telephone receiver in the prescribed 

position in the receptacle 

deploy. 22 seconds are available for this. 

You now have two minutes to hear the service request signal 

and, if necessary, enter your subscriber ID and establish a DATEX-P connection. 

5 Enter the service request signal (punctuation mark) immediately 
(repeat if necessary) 

(WR) 

Successful connection to the PAD facility 

is displayed with 

DATEX-P: 44 XXXX XXXXX t 

44) «xx» «Xx denotes the DATEX-P-Flulnummer of the received credit ( 

(or your DATEX-P20 main connection). 
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You must establish a DATEX-P connection within the next 60 seconds (see page 4), otherwise the 
access connection will be released automatically. 

- via the DATEX-1300 network 

Dial access DATEX-P with the number 140, otherwise as above 
(without 4). 

- at the DATEx-P20 main connection 

Switch on the data terminal, set the operating mode "ONLINE" and 

Enter service request signal (see 5); the time limits apply 

Not. 
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Enter the subscriber ID 

The subscriber ID is used to identify the operator at the data terminal 

to be identified and charged with the DATEX-P connection fees. When accessing from the telephone 
or DATEX-L-NelZ it is for 

International DATEX-P connections are always required, in the case of national connections it can be 
omitted if the DATEX-P connection called takes over the charges (input R or BEV with the command 
for connection requirements, see page 4). When using a subscriber ID on the DATEX-P20 main 
connection, it is not the connection but the subscriber ID that is charged with the connection charges. 
After connecting to the PAD device (see 

Page 2) the entry of part A of the subscriber identification follows 
NUI DAAAAA (WR) 

The network answers with 
* TEX-P: oassword 
-xxxxxx 

The cursor / writing head automatically moves to the position of the first 
X back. 

Now enter part B of the subscriber ID in the X field 
BBBBBB (WR) 

DATEX-P suppresses the display of your input in duplex operation. 

In the case of half-duplex operation, the entry is overwritten with MMMMMM. 

this is followed by the network message 

DATEX-P: Subscriber ID DAAAAA active 

if your information was correct. The network message 

DATEX-P: subscriber identification error 

indicates that there is an error: 

- typographical errors 

- Wrong password 

- invalid subscriber ID. 

You can enter your subscriber ID again, parts A and B, as before 
Enter 'end described. 

Pay attention to the secrecy of your subscriber ID, especially part B! 

If you know your subscriber ID, you can set up and use DATEX-P connections (also abroad) at your 
expense. You're welcome 

Therefore, do not give anyone, not even post office employees, information about your subscriber ID 
over the phone. 
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. It is only possible on request, to program a DATEX-P2o main connection so that 
the input of a user ID or the transfer of charges by calling_ 

A connection is required, connections at the expense of the connection are then prevented 


5 


Brief operating instructions Datex-P 20 


Create a DATEX-P connection 

Once connected to the PAD facility (see page 2) 

and if a subscriber ID is active (see page 3), a data connection can be established via the DATEX-P 
network. Is to 

enter the "command for connection request" in one line: 

REV- I ICUG (nnn) -] yy yyyy yyyyy [, Be 
- zerd.aten] Wnt 
cabe means 

REV d e Request for the transfer of charges (reverse charging), CUG {nnn) d e subscriber operating 
class identified by the index nnn 
(Closed User Group) 

VVVYYYYYYYY the phone number of the connected connection, 

User data b s to 12 phanumeric characters from the phone number 

(omma are to be separated 

iEV can be abbreviated with R and CUG m t C. 

If you made a mistake while entering or if 

the connection is not possible, you will receive a corresponding message. The efficient establishment 
of the connection is indicated 
shows with 

—IEX P: connection established 

You are now connected to the called remote station and the calculation of the DATEX-P charges 
begins. Your further entries 

depend on the remote station (HOST); If you have any difficulties, please ask there, unfortunately the 
post office cannot help you here. 

Special features of international connections 

- The optional entries REV and CUG are not permitted. 

- When accessing via telephone or DATEX-L-Nelz a valid 
Subscriber ID (see page 31 can also be used if 

the called connection participates in the special charge transfer procedure. 

- The "command for connection request" looks at international 
Connections like this: 

) ZZZZ Y- {Yl. User data (WR) 

;but means 

, the access code Ifer d edaz! d ent to differentiate between an international and a national connection 
request 


6 


Brief operating instructions Datex-P 20 


ZZZZ the internet ona e net number is before the table on pages 7 + 8) of the network to which the 
called end device is connected, vY YY the national data number of the called terminal. (The La 
depends on the respective network r 
3user data is explained above. 

Corresponds to connections to connections to EURONET 
ZZZZW.. W the NUA specified by the central computer (host) 
iNetwork User Address). 

Under certain circumstances, the last digit of the network code may already be the 
the first digit of the national data call number (2. B. network code 

DATEX-P: 2624, national phone number: 45 6 1 5 1 41 234, international phone number: 262 45 
6151 41234 \. 
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Release a connection 

Normally your remote terminal releases the connection when you use the 
End the session properly. This shows you the network with a 
of the following messages: 

DATEX-P: triggering - request by 
opposite station 
or 

DATEX-P: triggering - cause uri 
d.by remote station 
thereby means 

- "request" that the remote station has requested the PAD, 
to release the connection after all data has been output, 

- "cause" that the remote station has triggered the connection directly; Data not yet output by the 
PAD will be lost. 

You can also trigger the DATEX-P connection yourself with 

(DIE) CLEAR (WR) - or (DLE) CLR (WR). 

the network confirms with 

DATEX-P: triggering - l-okafe initiation 

and demands with 

DATEX-P: 44 XXXX XXXXX 

to establish a new connection (see page 4). 

If necessary, you can now delete your subscriber ID with 

NUf 

-OFF 

(WR) 

possible. You will then receive the network message 
DATEX-P: subscriber identification not active 
and are in the same condition as on page 2 below. 

If you do not want to establish another DATEX-P connection, is 

to enable the telephone or DATEX-L connection by switching off the "ONLINE" mode when using an 
access 

and hang up the telephone receiver if necessary. 

La eOnangigLeit of the parameter integration by the remote station is in place of 

(DLE) to use the (BREAK) character or it is not possible to exit the data transfer phase. In the last 

case you can only use the DATEX-P connection via the 
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Trigger remote station (e.g. with LOGOFD or with an "emergency brake". This emergency brake 
means that you can close the access connection by switching off the operating mode 
Separate "ONLINE" or your DEGI. 

The parameters and technical details about DATEX-P are described in detail in the DATEX-p manual. 
The price of the manual is 50 DM. You can obtain the order payment card as brochure no. 1 52 from 
your telecommunications office. 
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Telephone numbers for access to DATEX-P 
DATEX-P check option "Echo": 

You can check the operability of the DATEX-P network for connections to all DATEX-P exchanges 
with the help of the echo functions. Please enter the following characters as a command to request a 
connection (see page 4): 

4, ONKZ + 9002, ECHO (I rR) 

ONKz is the Telelon-VoMah I without the first number (always 4 digits, if necessary with on the right 
Fill in zero) of the desired DATEX-P exchange; for Frankfurt applies to 
aul another 611. For example, you can reach the Echo in Munich with 
45 8900 49002, ECHO (WR). Connection requests with REV are rejected. 

The test begins after you see the message: "DATEX-P: connectur 
made ". Enter up to 1 28 A.- / 

that you send to the echo with (WR). The test data are sent back immediately and you can compare 
the characters entered and received, they must agree. 

Connection release with (DIE) CLEAR (WR), as described on page 5. 
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DATEx-P international transport relationships 
In the following table means: 

A network identifier still to be defined, 

-not yet known. 

Some traffic relations were at the time of printing of this table 
not yet in operation. 

Country Network name International 

Network code 

Europe 

Belgium 

Denmark 

Finland 

France 

Greece 

Great Britain 

Ireland 

Italy 

Yugoslavia 

Luxembourg 

Netherlands 

No rain 

Austria 

Portugal 

Sweden 

Switzerland 

Spain 

Hungary 

DCS 

DCS 

DCS 

DATAPAK 
EURONET 
FINNPAK 
TRANSPAC 
NTI 
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TRANSPAC 

TRANSPAC 

HELPAK 

IPSS 

PSS 

IPSS 

EIRPAC 

ITAPAC 

EURONET 

YDN 

LUXPAC 

LUXPAC 

DATANETI 

DATANETI 

EURONET 

DATAPAK 

DATEX-P 

TELEPAC 

TELEPAK 

TELEPAC 

EURONET 

NID /TIDA 

j. * 

2062 

2068. 

2069. 

2382 

2383 
2442 
2080 
2081 

842A933A. 

2022 

2341 

2342 
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2721 

272A 

2222 

2223 

220A 

270A 

2709- 

2041 

2049. 

2043 
2422 
2322 
2682 
2405 
2284 
2283 
21 41 
2145 
2161 

Transitions with other networks (telephone or telex) 
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Country Network name International 

Network code 

North America 

Alaska 

Bahamas 

Barbados 

Bermuda 

Dominican 

republic 

French 

Antilles 

Virgin Islands 

Cayman Islands 

Canada 

Mexico 

Puerto Rico 

Trinidad and 

Tobago 

United States 

of America (USA) 

South America 
Argentina 
Brazil 
Chile 

Costa Rica 

Guyana 

Colombia 

Panama 

Peru 

Venezuela 
ALASKANET 
IDAS 
DOMPAC 

,, II 
II 

GLOBEDAT-P 
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INFOSWTCH 

TELEPAC 

PDIA 

ITT-UDTS I 
ITT.UDTS II 
WUI 

TYMNET 

TELENET 

RCA-LSDS 

DATAPAK 

UNINET 

ADP-AUTONET 

COMPUSERVE 

ARPAC 

INTERDATA 

RENPAC 

i: "1 

DOMPAC 

»»» 

PDVSA-P 
31 35 
364A 
342A ** 

350A 

370A 

3400 

3484 

3463 

3o2oi 

3025 

3029 

3344 

3301 

374A 

31 07 
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31 03 
31 04 
31 06 

3110/3127 
31 13 
31 19 

3125 

3126 
31 32 
722X* 

7240 ** 

7240 

73oA\ 

712A 
7420 
7324 
7144 
716A 
734A 

* These networks are e.g. Currently not accessible via DATEX-P, but connections from these 
Networks to DATEX-P main connections are possible. 
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Country Network name International 

Network code 

Aftica 

Egypt 

Ivory Coast 

Gabon 

I (amerun 

iriarokko 

R € union 

South Africa 

Tunisia 

Asia 

Bahrain 

Hong Kong 

Israel 

Japan 

Korea 

cloudy 

Aratic Emirates 

Oceanic.n 

Ansiratien 

Franzuilsch 

Polynes 

Guam 

New Zealand 
Philippines 
Singapore 
Thailand 
a *** ro " 

GABOPAC 

DOMPAC 

SAPONET-P 

IDAS 

IDAS 

PSDS 
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ISRANET 

DDX-P 

VENUS-P 

DACOM-NET 

AUSTPAC 

IMIDAS 

TELEPAC 

6024 

6122 

6282 

624A 

604A 

6470 

6550 

6054 

4263 "* 

4542 * 

4544 ** 

4251 * 

4401 
4408 
4501 ** 

424A 

535A 

530A 

51 5A 

5252 

520A 

5052 

5053 
5474 

\,.Netl.sinrt currently not accessible via DATEX-P, but connections from these 

Networks to DATD (+ - main connections are possible. 

Response to malfunctions 

Please go S a c. P! NKed in turn and check each time whether the error 
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still on 11 

Telephoning is not possible: 

1 Switch the data terminal to "LOCAL". 

2 Unplug the postmodern. 

3 Call the service department for telephone (0) 11 71. 
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Postmodern does not switch to data transmission:. 

1 Switch the data terminal on and to "ONLINE". 

2 Check the plug connections between the modem and DEGI. 

3 Check the modem according to the instructions. 

A Call the fault reception for DATEX (0) 11 72. 

Connection to the PAD (see page 2) is not possible: 

1 If you are using the telephone network, call someone else 
DATEX-P switching center. 

2 Check the transmission speed set on the DEGI, does it match the modem type? 

3 Have you selected the access corresponding to your modem type? 

4 Call the responsible fault receptionist 

- Telephone connection not possible: (0) 11 71, 

- DATEX-L connection not possible: (O) 1172, 

- DATEX-P does not react to. (WR): (0) 11 72. 

DATEX-P does not accept your subscriber ID: \ - 

In this case, there is often an input or transmission error. 

Check that you enter parts A and B correctly and try 

Do this several times. Has the subscriber ID you are using been blocked? The fault assumption for 
DATEX (0) 11 72 can 

Have your details checked, please only enter part A of your subscriber ID. 

Part B is your access password and should only be known to you 

be. Please do not pass it on by telephone, 

not even to employees of the Deutsche Bundespost. 

Connection via the DATEX-P-NelZ not possible: 

Please note the DATEX-P network messages. 

- At... opposite station... the cause is generally not in the DATEX-P-NelZ. You're welcome 
contact your remote station. 

- In the event of DATEX-P malfunctions, please contact (O) 11 72. 

DATEX-P test option "Echo": see page 6. 

Important phone numbers, notes 
Fault acceptance DATE 
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